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CUSTOM MADE

FACTS:

ALL OF OUR
TRAWLDOORS ARE
MANUFACTURED IN
THYBORON

480 SETS OF
TRAWLDOORS LAST
YEAR

WE MANUFACTURE
DOORS FROM 1m2
UP TO 25m2

THYBOR@f

TRAWLDOOR.DK




HARDOX"

WEAR PLATE

Visit www.TRAWLDOOR.dk or Join us on Facebook



Visit www.TRAWLDOOR.dk or Join us on Facebook

TYPE 14

THYBORON
TRAWLDOOR

INTRODUCES THE
BRAND NEW
SEMIPELAGIC
DOOR, TYPE 14

MORE SPREAD,
LESS RESISTANCE

THYBORGf

TRAWLDOOR.DK




PERFORMANCE EQUIPPED WITH

|

HERMANOS TOUZA [t
EQUIPPEDWITH & T \
5.50 m2 TYPE 14vf
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PESMAR | /I
EQUIPPED WITH
7 M2 TYPE 14vf
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IGUELDO

EQUIPPED WITH
3,25 m2 TYPE vf

KALATXORI
EQUIPPED WITH
6 M2 TYPE 14vf
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PERFORMANCE SANTA ISABEL

EQUIPPED WITH
4,75 m2 TYPE 14vf

Eil

ot ‘* I" TJ“
el : RAINBOW
- _‘_w B = EQUIPPED WITH
A Gobohlls 6.25 m2 TYPE 14vf

ROBIN M LEE
EQUIPPED WITH
6.50 m2 TYPE 14vf

SANTO DO MAR SIL
EQUIPPED WITH EQUIPPED WITH
3.5 M2 TYPE 14 vf 7 m2 TYPE 14vf
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P E R F O RMA N C E é(gﬁ|g|§ E%IE/\SHTH %{} 7 o= " =l
'- -.\ 7/ M2 TYPE 14vf e

ARGOS VIGO
EQUIPPED WITH
6.50 M2 TYPE 14vf

ROBIN M LEE
EQUIPPED WITH
6.50 m2 TYPE 14vf

SIL
EQUIPPED WITH
/ M2 TYPE 14 vf

Hos TOUZA
EQUIPPED WITH
6,5 M2 TYPE 14vf
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GRANIT
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FACTS:

PULLING POWER:
PR. 1 HORSEPOWER
IS11 KGs

3,7 HORSEPOWER
BURNS 1 LITER OF FUEL

230 FISHING DAYS A
YEAR

18 HOURS A DAY

DOOR RESISTANCE IS
20% OF TOTAL

THYBOR@%

TRAWLDOOR.DK
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BLUESTREAM

THYBORON
TRAWLDOOR

INTRODUCES THE
BRAND NEW
SEMIPELAGIC
DOOR, TYPE 23 -
TYPE 26 - TYPE 28
BLUESTREAM

MORE SPREAD,
LESS RESISTANCE

THYBOR@f

TRAWLDOOR.DK




Visit www.TRAWLDOOR.dk or Join us on Facebook

TYPE 26

THYBORON
TRAWLDOOR

INTRODUCES THE
BRAND NEW
SEMIPELAGIC
DOOR, TYPE 26
BLUESTREAM

MORE SPREAD,
LESS RESISTANCE
MORE STABILITY

THYBORGf

TRAWLDOOR.DK
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TYPE 28

THYBORON
TRAWLDOOR

INTRODUCES THE
BRAND NEW
SEMIPELAGIC
DOOR, Type 28
BLUESTREAM

MORE SPREAD,
LESS RESISTANCE
More STABILITTY
Hard work on the
poftom

THYBORGf

TRAWLDOOR.DK




FACTS:

TYPE 26 Y TYPE 28

TYPE 23-26-28 semi-pelagic
tfrawldoor

Maximum angle of attack at
38 degrees

dato.  11.09.2018

Model (NR.---) T-23vf  0.399m?
10m? 1:5.01

Best CL (Spreading force) 2,94

% stgrelser 19.975% | & BeS'l' CD (ReSiqunce) 915_6

Tor-vaegt kg. 18.52
Vand-vaegt kg. 16.21
Test form TARN
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Figures are from tests done in
:

SINTEF flumetank in Hirtshals

- :

5 T oes [ 2120 [ 230 | o035 |
[ 4 | o065 [ 2500° [ 241 | 043 |
s | o065 [ 3110 | 270 | o052 |
| 20 | o065 [ 3400°| 294 | 056 |
| 6 | 065 [ 3600° | 294 | oé1 |
| 7 [ o065 [ 4120 286 | oes |
| 8 [ o065 [ 4390 | 287 | om
| o | o065 [3800 [ 292 | os
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}H&ﬁiﬁﬁ' CL/CD Calculation

Type ofdoor  TYPE 14 Type 23 Percentage Valuta
Angle of attack 35 34
4

Clvalue 2,35 2,94 25,11% Constants

4

CD value 0,83 0,56 32,53% Pulling pr. 1 HP
Cl/cD 2,83 5,25 85,43% Horsepower to 1 liter

TYPE 14 Type 23 Percentage Variables
12 10 16,67% Usage pr. day
38 38 Days of fishing pr. year

Fuel price pr. liter

Type of door TYPE 14 Type 23 Percentage
Spreading kg 4,26%

Resistance kg 43,78%
85,43%

Type of door  KG from doors PullingPr. 1HP Liter/hrs Liter/day EURO/day EURO/year

196.035 ﬁ-
110.220 THYBOR®@N

85.814 TRAWLDOOR.DK




PERFORMANCE

B/ LEONIS

CAMPA de INFANZON
EKIKIMBO
EQUIHENNOIS
HASVEST NICOLA
TORRA BAY

ZLAMBEIZ]
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TYPE 15VF - TYPE 22

THYBOR@&

TRAWLDOOR.DK

Visit www.TRAWLDOOR.dk or Join us on Facebook



FACTS:

TYPE 14VF

: : oy «.

TYPE 23-26-28 semi-pelagic
trawldoor

Maximum angle of attack at
38 degrees

dato.  11.09.2018

Model (NR.---) T-23vf  0.399m? BeS'l' CI. (Spredding force) 2‘94

10m? 1:5.01
% Ise 975% ' w3 o
oot 1k ap Best CD (Resistance) 0,56
Vand-vaegt kg. 16.21 bt
Test form TARN

Figures are from tests done in

SINTEF flumetank in Hirtshals

8 | oes [ 4350
5 | oes 3800
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The future AUTO CONTROLABLE

THYBORON
TRAWLDOOR

CONTROL DE LA
PUERTA EN TU
MANO

TRAWLDOOR.DK
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The future AUTO CONTROLABLE

TYPE 32 BLUESTREAM THYBORGN
| TRAWLDOOR

Foil A & B in 50% - 16

Foil A & B in 25%

STITTTE CONTROL DE LA
PUERTA EN TU

Only foil A open - Doors will tilt inwards

Only foil A open - Doors will fly more M e N O
Only foil B open - Doors will be more upright

Only foil B open - Doors will dive more

Foil in 0%

Foil in 100%

THYBORG@N

TRAWLDOOR.DK




The future AUTO CONTROLABLE

G} Auto 114 m 1]
Top Foil ‘ Depth
* 98% °114m
Bottom Foil
°® 1%

Top Foil
0% \

Bottom Foil
0% \

Set Manual

Auto Depth

114 m \

Spread Power

0% N\

Set Auto

THYBOR@N

TRAWLDOOR.DK

S144 Themis
1] Auto 114 m
i Spread b - ‘
121850 m ep "
i °*114m |

PS Hydrophone Telemetry

\J
° & o
® 7
Auto Refresh Settings

@

100/100 Quick Actions

Deck All Stop

i

SB Hydrophone

= Top Foil
&, 0%
Bottom Foil
9
Sync Doors 0%
) Set Manual
~/
Auto Depth
114 m
S Spread Power
0%
Haul
Set Auto

-
<

-
<

9]

Top Foil

1%

Bottom Foil

7%
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THYBORON
TRAWLDOOR

CONTROL DE LA
PUERTA EN TU
MANO

["j‘"» Auto 15m
Depth R

THYBORON
TRAWLDOOR
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